U.S. DEPARTMENT OF LABOR Form Approved
Occupational Safety and Health Adm?in'i;r.t'rati‘or'\ 3

MATERIAL SAFETY DATA SHEET Deey —»

Required under USDL Safety and Health Regulations for Ship Repairing,

Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917) QUE ﬂl‘%ﬂt(

| SECTION |
‘ MANUFACTURER'S NAME _ . | EMERGENCY TELEPHONE NO.
Electrofilm Inc. , ’ (213) 875-1000
h ; P . :
ADDRESS (Num ”ié' e ‘x’"z“é'ﬁxsf'é’“s"é'gﬁ C‘Vé)ler;c1a, CA 91355
CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS
Seolid Film Lubricant Lubri-Bond 220 (Aerosol)
CHEMICAL FAMILY FORMULA
Proprietary (MIL-L-46147)
R
SECTION Il - HAZARDOUS INGREDIENTS ]
PAINTS, PRESERVATIVES, & SOLVENTS | % | LY ) ALLOYS AND METALLIC coaTINGS V/3 o=
- HIgH )
PIGMENTS Molubdenum Disulfide 6__|Unknowr BASE METAL
CATALYST  y/a ' , L ALLOYS
. VEHICLE  Epoxy ' Ester 3 |gstap. | METALLIC COATINGS
200 FILLER METAL ‘
SOLVENTS  (See Below) 8.4 ppm | PLUS COATING OR CORE FLUX
' ADDITIVES N/A _ | oTHERs L
[~I000
OTHERS propellant: (Sée Below}2.3%ppm ;
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES : % (J,',‘;‘t';)
Methylene Chloride , ; $8.9200 ppy
Toluene _ 7.1300 PP+
Xylene . C ’ , . 3.4100 ppr*
Propellant: PROPANE..' = = T Lo I __.‘2".5100_0pp&
SECTION Il - PHYSICAL DATA -
BOILING POINT (°F.) ; -~43.7 SPECIFIC GRAV:TV (H,0=1) 17.5-1.3
VAPOR PRESSURE (mm Hg.) ABS . (at 70°F)| 6462. gsa\gzgmh\éo(;?rn.e 95.
VAPOR DENSITY (AIR=1) 1.5-2.6 (EVé\CP 'ZA-T“’N{ R‘:;;E R 2.5
SOLUBILITY IN WATER o None B -
APPEARANCE AND ODOR Dark Gray
SECT!ON v - FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (Method used : FLAMMABLE LiMITS - Lel Uel
—20 ;o -‘30"’}"' {'T'CC) - 2T3% o 5%
EXTINGUISHING MEDIA
, N/A
SPECIAL FIRE FIGHTING PROCEDURES..
. _ N/A
UNUSUAL FIRE AND EXPLOSION HAZARDS . .

[.,
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SECTION V - HEALTH HAZARD DATA

, - , 200 ppm
. [ EFFECTS OF OVEREXPOSURE

THRESHOLD LIMIT VALUE

Anesthetic effect, induces narcosis, contact with skin

o causes dermatitis
'} EMERGENCY AND FIRST AID PROCEDURES

—

Remove viectim to fresh air.

SECTION VI - REACTIVITY DATA

CONDITIONS TO AVOID

STABILITY UNSTABLE

I STABLE

X Avoid contact with 'fla;né or hot surfaces.

INCOMPATABILITY [Materials to ‘avoid}
May form phosgene gas if heated above 2000°F (E.G., lighted cigarette)
HAZARDOUS DECOMPOSITION PRODUCTS

CONDITIONS TO AVOID

HAZARDOUS MAY OCCUR

POLYMERIZATION

WILL NOT OCCUR X

SECTION VIl - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Wipe up with absorbant material.

WASTE DISPOSAL METHOD

Dispose of in well ventilated area.

SECTION Vill - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTEGTION [Specify type]

Respirator for organic vapors and fumes recommended]

VENTILATION LOCAL EXHAUST Yes SPECIAL N/A
MECHANICAL (General) OTHER ¥/
PROTECTIVE GLOVES EYE PROTECTION

Full safety glasses.

OTHER PROTECTIVE EQUMPMENT
N/A

SECTION IX - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

Avoid storage above 80°F
OTHER PRECAUTIONS

Do not incinerate disposed container
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